WHAT IS CLAIMED IS: 



1. A satellite broadcast receiver apparatus comprising: 

a plurality of signal conversion units provided corresponding to a 
plurality of signals transmitted from a satellite, respectively, each signal 
conversion unit frequency-converting a corresponding signal for output, 

a signal terminal that can input/output an electrical signal, 

a signal select circuit provided between said plurality of signal 
conversion units and said signal terminal to selectively transmit a signal 
output from said plurality of signal conversion units to said signal terminal 
in accordance with a control signal applied to said signal terminal to select 
at least one of said plurality of signals, and 

a power supply control unit controlling voltage supply to said 
plurality of signal conversion units, 

wherein said power supply control unit supplies an operating 
voltage to at least one of said plurality of signal conversion units selected in 
accordance with information based on said control signal, and suppresses 
supply of said operating voltage to other signal conversion units. 

2. The satellite broadcast receiver apparatus according to claim 1, 
further comprising: 

a reception control unit connected to said signal terminal to generate 
and provide to said signal terminal said control signal that is a voltage 
signal; and 

a voltage conversion circuit converting an input voltage to said 
signal terminal to a predetermined level to generate said operating voltage. 

3. The satellite broadcast receiver apparatus according to claim 1, 
wherein said control signal is a signal having a direct current voltage set to 
a different level in accordance with which of said plurality of signals to be 
selected. 

4. The satellite broadcast receiver apparatus according to claim 1, 
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wherein said control signal is a digital signal to indicate information 
representative of which of said plurality of signals is to be selected, and set 
to one of a first voltage level and to a second voltage level differing from said 
5 first voltage level for every predetermined period. 

5. The satellite broadcast receiver apparatus according to claim 1, 
wherein said control signal is a signal having a direct current voltage of a 
predetermined level selectively overlapped with an alternating current 
voltage of a predetermined frequency in accordance with information 

5 representative of which of said plurality of signals is to be selected. 

6. The satellite broadcast receiver apparatus according to claim 5, 
wherein said predetermined level is set in accordance with said information 
representative of which of said plurality of signals is to be selected. 

7. The satellite broadcast receiver apparatus according to claim 1, 
wherein said control signal is a signal having a direct current voltage of a 
predetermined level overlapped with a predetermined standard signal to 
represent digital data. 

8. The satellite broadcast receiver apparatus according to claim 1, 
wherein said plurality of signals are transmitted from a plurality of said 
satellites. 

9. The satellite broadcast receiver apparatus according to claim 1, 
wherein said signal terminal is provided in plurality, and further 
comprising a plurality of reception control units connected to said plurality 
of signal terminals, respectively, each said reception control unit generating 

5 said control signal independent of each other, 

wherein said signal select circuit selectively transmits a signal 
output from said plurality of signal conversion units to at least one of said 
plurality of signal terminals corresponding to said plurality of reception 
control units, respectively, in accordance with respective independent 
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10 control signals. 



10. The satellite broadcast receiver apparatus according to clai m 9, 
wherein said power supply control unit supplies said operating voltage to at 
least one signal conversion unit selected by one of said independent control 
signals among said plurality of signal conversion units, and suppresses 
5 supply of said operating voltage to other signal conversion units. 
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